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Miniscan
Minimagnet mount scanner, Ham radio 
antenna. Comes with 2,7 m RG 174 cable 
with BNC plug.

Frequency range: 0,5 - 2060 MHz (receipt/
RX), 145 - 435 MHz (send/TX)
Powerrat: max 50/25 W    
Length: 32 cm
” Ord.-No.: 6158

SMA 47/135 Dual Band
5/8 wave open coil whip made out of stainless 
steel. Supplied with cutting chart for frequency 
setting. To be mounted on a DV base.
Gewinn/Gain: 1,5 dB
SWR: <1,2
Frequency: 135 - 175 MHz turnable
 46.5 - 61.5 MHz
V.S.W.R. at res freq.: < 1,2:1 at 140 MHz
Max Power: 100 W
Height (approx.): 1505 mm

” Ord.-No.: 6237Dualband antenna
140 - 150 MHz/430 - 440 MHz, Length 53 cm

” Ord.-No.: 62381

DV-S antenna mount
DV-S-antenna mount, flat type.
Installation hole 13 mm.

” Ord.-No.: 67800

Ham Radio Handheld

Dual-Band Ham Radio

> ALBRECHT DB 271
New Model with accessory sockets for the ALBRECHT/MIDLAND Standard 
Duo-plug (2.5 mm for microphone/3.5 mm for speakers with 10 mm gap 
between the sockets).
Dual-Band, Dual-Display, Dual-Frequency and Dual-standby
A/B key :  switch Band A or Band B
TDR key:  switch dual or single band
Digital FM radio function
Automatic tuning and storing (20 max.) also with frequency display. 
You can select from 76 - 108MHz, almost covers the world radio stations.

Specifications
” Dual Frequency, Dual Display and Dual Standby
” VHF&UHF, UHF&UHF or VHF&VHF working modes
” Frequency Range: 136 - 174MHz, 400 - 470MHz, 136 - 174MHz, 
 245MHz, 136 - 174MHz, 450 - 520MHz
” Bright fl ashlight illumination function ” Voice prompt (Chinese/English) 
” 128 memory channels ” VOX function ” High/low power selection
” Digital FM radio (automatic tuning and storing, radio frequency display) 
” Low-voltage voice prompt ” Wide/narrow bandwidth selection (25KHz/12.5KHz)
” Channel name edit and display ” 105 groups DCS/50 groups CTCSS
” Stopwatch function ” Busy channel lockout ” Transmit over timer
” Step (5K/6.25K/10K/12.5K/25K/50K/100K ” Multiple scan modes
” Keyboard lock (Auto/Manual) ” Wire clone function 
” Programmable by computer    
” Dimension W/H/D: 58 x 105 x 38 (mm) ” Weight 250 g
˘ DB 270 Ord.-No.: 35271

Optional Accessories:
˘ USB programming cable, Ord.-No.: 35280
˘ 12 V car cable for charger  DB 270, Ord.-No.: 7571
˘ Batteriepack 1700 mAh, Ord.-No.: 35278
˘ 12 Volt adapter, Ord.-No.: 35279
˘ Empty batteriepack, Ord.-No.: 35274
˘ Leatherbag, Ord.-No.: 35277

MGA 108 - 550
1/4 wave antenna whip made out of stainless steel. 
Comes with stainless steel spring. Supplied with 
cutting chart for frequency setting. To be mounted 
on a DV base.

SWR:  <1,2
Frequency: 108 - 550 MHz
Bandwidth at V.S.W.R. 2:1: 16 MHz at 140 MHz
V.S.W.R. at res freq.: < 1,4:1 at 140 MHz
Max Power: 100 W
Height (approx.): 670 mm

” Ord.-No.: 6239

MGA 108 - 550 DV-S
1/4 wave antenna whip made out of stainless steel. Comes 
with stainless steel spring. Supplied with cutting chart for 
frequency setting. Incl. DV-S mount and 5 m cable.
Frequency:  108-550 MHZ
Typ:  1/4 Lambda
Max. Power: 100 W
Antenna whip (cm): 70,5cm
Antenna whip:  Stainless steel
Specials:  Stainless steel spring

” Ord.-No.: 6245

Ham Radio accessories
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Microphones

Densei EC 2002
High quality echo microphone.
Impedance: 3000 Ohm
Sensitivity:  -62±3 dB
Frequency response:  150 Hz - 3500 Hz
Weight:  225 g
Dimensions:  100 x 68 mm
Microphon:  Omni-directional 
 electret condenser
Power supply:  9 V Batterie

” Ord.-No.: 4215

DMC 520 -6/-4
DMC 520-6
High quality dynamic microphone in a 
classical design complete with 6 pin micro-
phone plug as per ALBRECHT/GDCH stan-
dard.

” Ord.-No.: 41966

DMC 520-4
Same as above but with 4 pin microphone 
plug (AE 4200 as well).

” Ord.-No.: 41964

DMC 520 U/D
Same as 41966, but with up/down buttons 
for channel selection.

” Ord.-No.: 41965

AE 4197
Original electret replacement 
microphone with Up/Down 
channel exchange controls for use with 
ALBRECHT transceivers, comes with 
6 pin microphone plug.

” Ord.-No.: 4197

DMC 2
High quality dynamic 
microphone with 
4 pin connector for use 
with various transceivers. 

Wiring:
1. Audio/AF  3. PTT RX
2. Ground/GND   4. PTT TX
” Ord.-No.: 41991

ALBRECHT SM 400 speaker mike
A loudspeaker microphone with clip and 
helix cable.
” Ord.-No.: 41780

Replacement microphones
Replacement microphone with electret cap-
sule and 4 pin connector for e.g. AE 4200R 

” Ord.-No.: 41982

Replacement microphone for AE 4200 MC 
with CH 9/19 and scan button and 6 pin 
connector.

” Ord.-No.: 41976

ALBRECHT SM 500 speaker mike
Speaker microphone
This lightweight, mini sized microphone 
designed for light duty applications. Each 
unit features a powerful speaker as well 
as a high quality condenser-style micro-
phone element that produces excellent 
transmitted audio clarity. A 360 degree 
revolving stainless clip on the back of the 
microphone can be secured to the user´s 
lapel or shoulder. This unit is made to 
meet IP-54. Connector: 2.5/3.5 mm

” Ord.-No.: 41750
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Microphone spiral cable
6-pin mic cord, spiral type, 
length:1,50 m
” Ord.-No.: 7620

6-pin mic cord, spiral type, 
length 2,80 m.

” Ord.-No.: 7621

Cable extension
Microphone cable extension
ca. 2 m, 6-pin

˘  Ord.-No.: 7625

Front section cable extension
ca. 2,5 m for AE 6890

˘  Ord.-No.: 5820

Albrecht Mike connectors

1 = Audio/Modulation
2 = PTT-RX (receiver)/
 Packet Radio Decoder. 
3 = PTT-TX (Sender)
4 = Up/Down
5 = Ground
6 = 10 - 15 V

Solder-side 6 pin microphone 
connector

Solder-side 4 pin microphone 
connector

1 = Mic
2 = Ground
3 = RX
4 = TX

  Specifications

Microphone

Sensitivity

Max. output level

Frequency range

cartridge

power supply

Ord.-No.

Expander 500

70 mV/μbar

500 mV 

250 - 5000 Hz

dynamically

9 V battery

4130

Densei EC 2002

1 mV/μbar

ca. 100 mV 

150 - 3000 Hz

electret

9 V battery 

4215

DMC 520 -6/-4

0,3 mV/μbar

30 mV 

300 - 7000 Hz

dynamically

41966/41964
41965/41963

AE 4197

2 mV/μbar

200 mV

100 - 8000 Hz

electret

Microphone 
connector

4197

DMC 2

0,3 mV/μbar

30 mV 

200 - 5000 Hz

dynamically

41991

SM 400/500

2 mV/μbar

200 mV

100 - 7000 Hz

electret

Microphone 
connector

41780/41750

Microph0ne mounting plate

Screw type

” Ord.-No.: 7560

Magnetic and screw type

” Ord.-No.: 7550
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CB 20/905
High quality extension speaker 
with switchable noise filter and 
mute function. Very good voice 
reproduction. Incl. mounting set 
and cable with 3.5 mm plug.

frequency range: 250 - 8000 Hz
Impedance:  8 Ohm
power: 7 W
” Ord.-No.:  7120

Speaker

CB-250
Solid extension speaker 
complete with mounting 
set, cable and 3.5 mm plug. 
The big sized speaker cone 
enables a high efficiency 
together with clear voice 
reproduction.

Frequency range: 200 - 7000 Hz
Impedance: 8 Ohm
Power rating: 7 W
” Ord.-No.:  7117

CB 45
Extension speaker in classical 
design, complete with mount, 
cable and 3.5 mm plug.

Frequency range: 300 - 7000 Hz
Impedance: 8 Ohm
Power rating: 5 W
” Ord.-No.: 7113

CB 12
High efficient mini extension speaker with 
clear voice reproduction. Due to mylar cone 
this speaker can be used in areas with high 
humidity. Incl. mounting accessories, cable 
and 3.5 mm plug.
Frequency range: 300 - 7000 Hz
Impedance: 8 Ohm
Power rating:  5 W

” Ord.-No.: 7112

CB 150
Softline extension speaker complete 
with mounting accessories, cable 
and 3.5 mm plug. Due to its mylar 
cone the speaker can be also be 
used in humid area.

Frequency range: 300 - 7000 Hz
Impedance: 8 Ohm
Power rating: 5 W
” Ord.-No.: 71150

  Specifications

Speaker

Frequency range

Impedance

Power

Case dimensions

Ord.-No.

CB-20

250 - 8000 Hz

8 Ohm

7 Watt

110x90x35 mm

7120

CB-250

200 - 7000 Hz

4 Ohm

7 Watt

130x79x56 mm

7117

CB-150

300 - 7000 Hz

8 Ohm

5 Watt

90x90x55 mm

71150

CB-12

300 - 7000 Hz

8 Ohm

5 Watt

74x68x28 mm

7112

CB-45

300 - 7000 Hz

8 Ohm

5 Watt

66x66x54 mm

7113
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Power supplies

Inverter

USB INV 150 W 12/24 V
Mobile power for cars, trucks, boats and camping. The inverter 
provide 230 V to electrical equipments anywhere for 12 or 24 V 
power available.
Built-in USB port, can charge USB devices (like i-pod, cell 
phone) via the USB charge port, allowing max. portability 
of electronic accessories

” Ord.-No.: 47871 = 12 Volt
” Ord.-No.: 47870 = 24 Volt

Specifi cations:
Output power: 150 W continue
Output power: 300 W peak
Input voltage range: 10 - 15 V DC (12 V Version)
Input voltage range: 20 - 30 V DC (24 V Version)
USB power output: DC 5 A, 500 mA
Battery low: LED
battery low shutdown: under 9,5/19,5 ± V
Cooling: cooling ribs
Fuse: 15 A x 1 (12 V), 10 A x 1 (24 V)
Dimensions W/H/D: 94 x 69 x 165 mm
Weight: 520 g

Inverter provide 230 V to your electrical equipment´s anywhere you have 
12 or 24 V power available. Ideal for boat, trucks, camping . . .

SW 35
Switching power supply for 
CB and other use.

Power input: 220 - 230 V/50 Hz
Output voltage: 13,8 V
Output current: max. 3 - 5 A

” Ord.-No.: 47500

SW 79
Switching power supplies for 
CB and others. 

Power input: 220 - 230 V/50 Hz
Output voltage: 13,8 V
Output current: max. 7 - 9 A
” Ord.-No.: 47520

SW 57
Switching power supplies for CB 
and others. Short circuit protection. 

Power input: 220 - 230 V/50 Hz
Output voltage: 13,8 V
Output current: max. 5 - 7 A
” Ord.-No.: 47510

SW 102
Switching power supplies for 
CB and others.

Power input: 220 - 230 V/50 Hz
Output voltage: 13,8 V
Output current: max. 10 - 12 A 
” Ord.-No.: 47530
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INV 150 W 12/24 V

Inverter for max. 150 W power, overload control (LED). For single 
230 V appliances, like shavers, small TV sets, notebook compu-
ters, CD/ DVD player, typical small 230 V appliances with wall 
adaptors, energy saving lamps.
” Ord.-No.: 47860 = 12 Volt/47861 = 24 Volt

Inverter

INV 300 S 12/24 V

Inverter for max. 300 W power, overload control (LED), cooling fan. 
For single 230 V appliances, portable TV sets, small stereo sets, video 
recorders, electronic tools and soldering devices, hot melting glue 
tools, lighting, portable coolers or as 230 V board network in smaller 
campers or boats.
” Ord.-No.: 47862 = 12 Volt/47863 = 24 Volt

INV 600 W 12/24 V

Inverter for max. 600 W power, overload control (LED), cooling fan, 
optical battery indicator. For all electrical appliances with European 
2.5 A flat connector, computers and accessories, smaller electric 
tools, like saws, standard drilling machines, soldering devices, 
water pumps, fridge or as 230 V board networks in mobile homes.
” Ord.-No.: 47867 = 12 Volt/47864 = 24 Volt

INV 1200 S 24 V

Inverter for max. 1200 W power, overload control (LED), cooling fan, optical 
battery indicator, 2 outlets for 230 V. For small and medium size electric 
tools, 230 V appliances up to power classes of vacuum cleaners, hair dryers, 
coffee machines, fridge and freezers or as 230 V board network in mobile 
homes or boats.
” Ord.-No.: 47872 = 12 Volt/47865 = 24 Volt

RC 1000 - remote control for: INV 1200 W, 24 V
” Ord.-No.: 47866

  Specifications

Inverter

Output voltage

Input voltage

Battery loss/overload alarm

Battery shutdown
Cooling
Fuse
Dimensions
Weight
e/CE
Ord.-No.

INV 150 12/24

150 W constant
300 W surge
10 - 15 V (12 V version)
20 - 30 V (24 V version)

LED

below 10/20 V
heat sink 
15 A x 1 (12V), 10 A x 1 (24 V)
143 x 73 x 70 mm
500 g
e 13/21414 CE
47860/47861

INV 300 12/24

300 W constant
350 W (30 Min.)
600 W surge
10 - 15 V (12 V version)
20 - 30 V (24 V version)
LED

below 10/20 V
Ventilator over40° C
35 A x 1 (12V), 20 A x 1 (24 V)
194 x 90 x 75 mm
900 g
e 13/021559 CE
47862/47863

INV 600 12/24

600 W constant
800  W (30 Min.)
1500 W surge
10 - 15 V (12 V version)
20 - 30 V (24 V version)
LED

below 20 - +0,8 V
Ventilator over 60° C + 5° C
20 A x 5 (12V), 20 A x 3 (24 V)
213 x 200 x 70 mm
2000 g
e 13/0211803 CE
47867/47846

INV 1200 24/12

1200 W constant
1400 W (30 Min.)
2400 W surge
20 - 30 V 

LED

below 20 - +0,8 V
Ventilator over 60° C + 5° C
20 A x 5
390 x 210 x 85 mm
3900 g
e 13/0214133 CE
47865/47872
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These products offer a convenient way to operate mass 
produced 12Vdc equipment such as cell phones, in car 
entertainment, professional communication and telematics 
equipment, refrigerators, televisions etc. from the 24Vdc 
mobile electrical systems found on diesel engined vehicles 
and vessels. 

A Comprehensive Range 
There are 10 products in the range from 3A to 24A in isolated 
or common earth configurations. They have been optimised 
for high volume 24Vdc to 12Vdc applications such as on heavy 
goods vehicles, coaches, buses, construction, forestry and agri-
cultural vehicles, commercial and leisure marine vessels. 
Tamper Proof 
There are no ventilation holes to permit stray objects, dust or 
water droplets to enter the case. There are no external fuses 
to be tampered with. Fuses will only blow if there is a fault so 
there is no need to make them accessible. 
All voltage converters are enclosed in a rugged aluminium 
extrusion. The low mass Surface Mount Technology compon-
ents are also less prone to damage from vibration and shock, 
further increasing the reliability of the units. 
3Amp units are excellent for charging mobile phones, while 
6A units suit a variety of mobile radio applications. 
Galvanically isolated units are suitable for marine applications 
and come complete with the green tamperproof label for 
petrochemical applications. 
Fast Installation 
All the units consume an off load current of less than 15mA, 
which is probably less than the self discharge current of the 
vehicle’s battery. In most cases this can be ignored, speeding 
the installation by removing the need to fit a remote switch. 
All products fit onto a ‘Click ‘n’ Fit mounting clip which is fixed 
in three points allowing it to be mounted on uneven surfaces. 
It is easy to fit the clip into awkward places and then simply 
click the unit into position. A red LED indicates when there 
is output from the converter. This gives reassurance to the 
installation engineer and speeds fault finding. 

Easy 6 Step Installation Method 
1. Find a convenient location away from sun and rain. 
2. Using the mounting clip as a template, mark fixing positions. 
3. Drill screw holes. 
4. Fix bracket using screws provided. 
5. Clip voltage converter to mounting bracket.
6.Correctly connect to load. 
Typical Applications 
Installations of mobile and cellular radio communications equip-
ment, telemetry systems, refrigeration, televisions etc on trucks, 
buses, forestry and off road vehicles as well as boats and yachts and 
a variety of industrial applications. For a wider range of input and 
output voltages, see the DD Series. 
Alfatronic converters will built in following yachts
ÿ Princess ÿ Sunseaker ÿ Swan ÿ Cranchi 

Specifi cations
Input voltage range: 17 bis 32 V DC
Output voltage: 13.6 V DC
Operation temp.: -25  ̊C to +80  ̊C  
Operation humidity: 95 % max., non condensing
Case work: Aluminium and Polycarbonate. Dust water 
  and impact resistance to IP5-33
Connections: Five 6,3 mm push-on flat blade connectors (PV35 -A)
Power fl ow display: Red LED
Over current protection: Current sensing circuit
Overheat protection: Temperature sensing circuit
EN standard compliance: 2004/108/EC the general EMC directive
  2006/96/EC the automotive directive
  93/68/EEC the CE marking directive
  VIDG5 AES for use on police and fi re vehicles
Certifi cations: CE- and e marked, 
  FCC class B

Voltage (intermittent):  PV 3 S:  3/6 A
  PV 6 S:  6/10 A
  PV 12 S:  12/18 A
  PV 18 S:  18/24 A
  PV 24 S:  24/30 A 

PV 3S
” Ord.-No.: 47830

PV 6S
” Ord.-No.: 47831

PV 12 S
” Ord.-No.: 47832

PV 18 S
” Ord.-No.: 47833

PV 24 S
” Ord.-No.: 47834

Converter 24 V DC - 12 V DC

Product benefi ts at a glance

ÿ Lifelong warranty
ÿ High performance  
ÿ Low heat emissions  
ÿ Dust and waterproof  
ÿ Excellent installation possibilities  
ÿ Compact, sealed cooling unit

ECV 810
Voltage reducer with small dimensions.
Dimensions W/D/H: 120 x 165 x 40 mm
Output max. 15 Min.: 8 A
Continuous: 4 A
Short peak: 10 A
Overload protection: ja
Dimensions: 175 x 122 x 35 mm
Weight: 80 g
” Ord.-No.: 47751
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DV 27

CB-Radio mobil antennas

T 27 T 27 5/8

Extrem 
small mounting

AF 393

 Specifications

Model

Type

Channels

Max. power

Length

Fibre glass whip

stainless steel whip

hole diameter

SWR tuneable

SWR pretuned

Accessories

Infos

Ord.-No.

Whip only, Ord.-No.

DV 27

1/4 Lambda

80

80 Watt

140 cm

X

12,5 mm

X

DV-mount
4 m cable

6700

T 27

1/4 Lambda

80

150 Watt

60 cm

X

12,5 mm

X

DV-mount
4 m cable

67110

T27 5/8 

1/4 Lambda

80

50 Watt

61 cm

X

12 mm

X

DV-mount
4 m cable

6201

6202

AF 393

1/4 Lambda

80

10  Watt

65 cm

X

X

3 m cable

Incl. adapter
Ord.-No.: 5856

6220
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CB-Radio mobil antennas

Racer 60/90 Racer 90 M6 Trucker 14 DV 27 U High Power 3000

  Specifications

Racer 90 M6

1/2 Lambda

120

10/40 Watt

112,5 cm

X

X

with M 6 Threat

67132

Model

Type

Channels

Max. power

Length

Fibre glass whip

Stainless steel whip

Hole diameter

SWR tuneable

SWR pretuned

Accessories

Infos

Ord.-No.:

Whip only Ord.-No.

Racer 60

1/2 Lambda

150

100 Watt

69 cm

X

13 mm

X

DV-mount
4 m cable

SWR fine tuning by 
special rings

67140

67141

Racer 90

1/2 Lambda

120

100 Watt

115 cm

X

13 mm

X

DV-mount
4 m cable

SWR fine tuning by 
special rings

67130

67131

DV 27 U

1/2 Lambda

130

150 Watt

85 cm

X

13 mm

X

DV-mount
4 m cable

67160

High Power 3000

5/8 Lambda

CB + 10 m

1200 Watt

174 cm

X

X

27 - 28,5 MHz
PL 259 connection

6315

Trucker 14

5/8 Lambda

240

500 Watt

ca. 150 cm

X

X

mirror mount, 2,8 m 
cable, PL 259

open coil

6680

New
version!
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CB-Radio mobil antennas

  Specifications

Model

Type

Channels

Max. power

Length

Fibre glass whip

Stainless steel whip

Hole diameter

SWR tuneable

SWR pretuned

Accessories

Infos

Ord.-No.:

Whip only Ord.-No.

CB-27

1/4 Lambda

120

50 Watt

114 cm

X

X

4 m RG 58 cable 
white

mirror mount

6351

Gamma II F

1/4 Lambda

120

500 Watt

93 cm

X

13 mm

X

DV-mount
4 m cable

pretuned, 
no tuning needed

6725

AE S9 Plus

5/8 Lambda

200

500 Watt

150 cm

X

12 mm

X

DV-mount
4 m cable

6291

Mythos 900 S

5/8 Lambda

200

150 Watt

75 cm

X

12,5 mm

X

DV-mount
4 m cable

27 - 28,5 MHz
PL 259 connector

67170

Ninja

5/8 Lambda

120

300 Watt

95 cm

X

13 mm

X

black DV-mount
4 m cable

67230

Gamma II F AE S9 Plus Mythos 900 S NinjaGL 27
Especially for 
Trucks and 
Mobile Homes

No grounding 
necessary!
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CB-Mag mount mobil antennas

  Specifications

Small and 
strong!

New
version!

Ministar 27 ML 145 MAG
ML 145 PL

ML 130 CB 95 CBM 108 Mag Star 27

Model

Type

Channels

Max. power

Length

Fibre glass whip

Stainless steel whip

SWR tuneable

SWR pretuned

Accessories

Infos

Ord.-No.

Whip only Ord.-No.:

Ministar 27

1/4 Lambda

80

25 W SSB/10 W FM

31 cm

X

X

X

3 m RG 174, PL 259

mag mount, 
§ 30 mm

65260

ML 145/145 PL*

5/8 Lambda

100

200 Watt

148 cm

X

X

4 m RG 58, PL 259

mag mount, 
§ 120 mm

*Stainless steel whip

6305

6310

ML 130

5/8  Lambda

100

300 Watt

100 cm

X

X

4 m RG 58

mag mount, 
§ 90 mm

6330

CB 95

1/4 Lambda

80

100 Watt

112 cm

X

X

4 m RG 58, PL 259

mag mount,
§ 120 mm

6522

Mag Star 27

1/4 Lambda

80

50 Watt

63 cm

X

X

4 m RG 58, PL 259

mag mount, 
§ 100 mm

65250

CBM 108

1/4 Lambda

40

30 Watt

60 cm

X

X

3,5 m RG 58, PL 259

mag mount,
§ 90 mm

65215
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CB-Radio Stationary-Antennas

GPA 27 5/8 and 
             GPA 27 1/2

Hurricane/
Storm 27

GP 27 5/8
High quality 5/8 wave sta-
tionary antenna made of 
anti-corroding aluminium 
to extend the performance 
and stability. Comes with 3 
radials (1 m) and mounting 
set. SWR tunable.
” Ord.-No.: 63700

GP 27 1/2
Similar to above, but 
halfwave version without 
radials.
” Ord.-No.: 6348

Boomerang

1/4 wave stationary-/balco-
ny antenna for mounting 
on roof or balcony. 
The aluminium radiator 
has a length of 300 cm. 
SWR adjustment by tuning 
tip on short radiator. 
Comes with mounting set. 
SWR: <1,2
” Ord.-No.: 6350

AE 27 - 3,3 /AE 27 - 4,4 

1/2 wave stationary-/balco-
ny antenna with 2 helical 
radiators. SWR adjustment 
by tuning tip. Comes with 
mounting set.
” Best.-Nr.: 6360

3/4 wave stationary anten-
na,  CB and 10 m Base 
station antenna, omnidi-
rectional, tunable by whip 
length adjusting, high 
power handling capability, 
made of aluminium alloy 
6063 T-832, UP-GRADE: 
Lower radiation angle for 
the best DX, new tuning 
possibility
” Ord.-No.:6340

1/2 wave stationary-/bal-
cony antenna that can be 
installed in any place like 
attic, balcony and others. 
SWR adjust ment is not 
required but the connec-
ting cable should have 
a length correspon-ding 
to instruction ma-nual. 
Comes with mounting set.
” Ord.-No.: 63570

” AE 27 - 3,3, Ord.-No.: 6343
” AE 27 - 4,4, Ord.-No.:: 6344

Features:
” CB stationary antennas
” Directional, High-gain
” Horizontal polarization
” Factory tuned at mid-band
” High power handling capability
” Elements equipped with 
   waterproof jointing sleeve
” Mounting mast: Ø 35-50 mm
” Dimensions (approx.):
 AE 27-3: 5740 x 2710 x 100 mm
 AE 27-4: 5725 x 4030 x 100 mm 

Mini Boomerang New Vector 4000

    Specifications

Model

Type

Channels

Max. power

Length

SWR pretuned

Bandwidth

SWR min.

Material

Ord.-No.:

GPA 27 1/2

1/2 Lambda

200

1000 Watt

5,5 m

26 - 28 MHz

1,2

Aluminium

6348

GPA 27 5/8

5/8 Lambda

200

1000 Watt

6,6 m

26 - 28 MHz

1 : 1,5

Aluminium

63700

Boomerang

1/2 Dipol

200

300 Watt

3 m

2000 kHz

1,2

Fibre glas/Alu

6350

Hurricane/Storm 27

1/4 Lambda

100

100/300 Watt

ca. 1 m

yes

26 - 28 MHz

1 : 1,5

PVC

63570

Mini Boomerang

1/2 Dipol

150

150 Watt

1,85 m

1500 kHz

1,3

Fibre glas

6360

New Vector 4000

3/4 Coaxial J-Pol

120

1000 W/shorttime 3000 W

8,48 m

incl. list

1400 kHz

1 : 1,2
Aluminium, Steel, Nylon

6340

AE 27 - 3,3

3 Element Yagi

1000 Watt

26.1 - 27.7 MHz

1.2 : 1

Aluminium

6343

AE 27 - 4,4

4 Element Yagi

1000 Watt

26.1 - 27.7 MHz

1.2 : 1

Aluminium

6344



 42

Marine antennas

AE Marine 5/AE Marine 8

AE Marine 5
UKW marine radio antenna for motorboats. 
Ca. 1,6 m fibre glass whip. Antenna mount topple 
over, white plastic. Comes with ca. 4 m cable and 
PL 259 connector.
” Ord.-No.: 64100

AE Marine 8
Same like above, but with 2,4 m fibre glass whip.
” Ord.-No.: 64120

AE Marine Masttop 3200

AE Masttop 3200
Flexible UKW marine radio antenna for sailing 
boats - ideal for mast mounting. Length ca. 1 m 
with stainless steel whip. Comes with 18 m cable 
and 2 x PL 259 connector
” Ord.-No.: 64130

AE 907 Mastholder

For marine radio antennas, recommended 
for AE Marine 8 antenna.
” Ord.-No.: 64140
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CX 201

CX 201: Solid state 2- way antenna switch in heavy diecast quality. 
Enables to connect two antennas to one transceiver or the other 
way round. With PL-connectors.
Frequency range: 1,8 - 470 MHz
Insertion loss: 0,2 dB
Max. power input (depends on frequency): 1000 W
” Ord.-No.: 7401

Accessories for antennas

Coax cable
High quality Coax cable for hobby 
or professional use.

RG 58
Diameter 4,95 mm, 
Attenuation 10,9 dB/100 m 
(50 MHz)
” Ord.-No.:  7460/AL 35

 

RG 58
Same like Ord.-No. 7460, but white color.
” Ord.-No.: T 200

RG 213
Diameter 10 mm, 
Attenuation 4,4 dB/100 m (50 MHz)
” Ord.-No.: 7462

DV cable
DV-cable
4 m RG 58 U cable with 
DV-Right angle connector.
” Ord.-No.:  6831 i

DV-cable
Same as 6831 with additional PL-Plug.
” Ord.-No.:  6833

Coax inter-cable
Coax cable
2 x PL-259/6
Length: 50 cm
” Ord.-No.:  7580
Coax inter-cable
Length: 100 cm
” Ord.-No.:  7582
Coax inter-cable
Length: 150 cm
” Ord.-No.:  7581
Coax inter-cable - Ideal for 
use with balcony antennas. 
Length: 10 m
” Ord.-No.:  75820

AKM 27
Artificial ground. Ideal for 
mounting CB mobile anten-
nas on cars with plastic 
body like mobile home and 
so on. 
Max. power input: 10 Watt
” Ord.-No.: 68440

Artifi cial ground: Ideal for 
mounting CB mobile antennas

SWR-Meter

CB-Master SWR 20/30
Compact sized SWR meter for a quick measuring and adjustment 
of CB-antennas. Model SWR 30 with additional RF-power section 
for a quick reference of the main CB-data.

Frequency range: 3,5 - 50 MHz (SWR), 26 - 30 MHz (Power) 
Power SWR: 1:1 - 1:3
Impedance: 50 Ohm
Deviation: ±/- 5 %
RF output (only SWR 30): 0 - 10 W
Dimensions:  85 x 55 x 30 mm

” Ord.-No.: 4410 - SWR 20 
” Ord.-No.: 4412 - SWR 30 
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Accessories for antennas

DV antenna mount

DV- antenna mount. 
Installation hole 11 mm.
” Ord.-No.: 6770

DV-S antenna mount

DV-S-antenna mount, flat type. 
Installation hole 13 mm. For use with mobil 
whip Ord.-Nr.: 6190, 6199, 6206 and 6208.
” Ord.-No.: 67800

NC-570 DV

DV-plug, right angle type
” Ord.-No.: 6800/T 370

DV 27 PL

Antenna mount for antenna with 
UHF connection and DV connector 
(e.g. ML145).
” Ord.-No.: 67771

              Wing nut

Wing nut and bolt for DV-antennas.
” Ord.-No.: 6820

Anti thief set

Anti thief set for DV antennas with 
special spanner and key bunch.
” Ord.-No.: 6822
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Steel mount

SP-S: INOX steel mount for antennas. INOX 
steel trunk mount, with a double inclination 
for mobile antennas. The mount is supplied 
with a hole fixing reducer and a rubber pro-
tection for the car body.
” Ord.-No.: T752

Accessories for antennas

Gutter mount

Gutter mount clamp for mobile 
antennas. Black anodised.
” Ord.-No.: 6943

Mirror bracket

Universal mirror bracket for trucks. 
Usea ble for 3/8“- or DV mounts.
” Ord.-No.: 6814

Alu mirror mount

Universal mirror mount. Accepts 3/8” or 
DV mounts. For horizontal or vertical 
mounting. Very heavy duty type made 
from Aluminium, silver.

” Ord.-No.: 6197

AM 701 
Antenna mount

Antenna mount for 3/8“ antennas.
Incl. 2,75 m cable
” Ord.-No.: T795

3/8“ adapter for DV-antennas.
” Ord.-No.: 6280
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Magnetic mount

BM 150 DV
Magnetic mount for use with DV 
antennas, black colour. Comes with cable (length 3,90 m), 
PL-plug and rubber boot. Diameter 15 cm.
” Ord.-No.: 6781

BM 150 PL
Same as above, but with PL (SO 239) 
an tenna connector.
” Ord.-No.: 6782

Replacement rubber boot
” Ord.-No.: 67821

Accessories for antennas

Mini magnet mount

Very strong mini magnet mount 
(dia. Ø 35 mm!). With BNC female mount 
for rubber and short telescopic antennas. 
Comes with a 2,40 m low loss RG 174 
cable with mo u nted BNC male connector.
” Ord.-No.: 6677

Magnetic mount

BM 125 DV
Very strong magnet mount for use with DV-antennas. 
Comes with 4 m DV cable and PL connector. 
Diameter 12,5 cm.
” Ord.-No.: 67840

Window clip mount
Window clip mount for use with antennas with BNC connec-
tor. Comes with 2,50 m RG 174/U coaxial cable and mounted 
BNC plug. Optimum suitable for Ham radio, scanners and 
CB-transceivers.
” Ord.-No.: 6676
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NC 551/PL 259

PL male connector for 
RG 213/U/8/U Teflon isolation
” Ord.-No.: T 205

HF connectors and adapter

NC 551/2/PL 259/6

PL-male connector for 
RG 58/U Teflon isolation
” Ord.-No.: T 377

Twin Blister pack
” Ord.-No.: 50120

        NC 572

PL-connector for RG 58/U 
short type, Teflon type
” Ord.-No.: T 292

   NC 577/2 PL 259

PL-male connector with 
right angel output
” Ord.-No.: 5260

SO 239 SH, NC 554

PL-receptacle for single hole 
mounting rear mounting
” Ord.-No.: 5040

          NC 554

PL-receptacle with 4-hole flange
” Ord.-No.: 5050

  NC 553/PL 258

Adapter 2 x PL-female
” Ord.-No.: 5060

            NC 565

Double PL-female panel mount
” Ord.-No.: 5310

NC 558/M 359

L-type adapter PL-male -PL-female
” Ord.-No.: 5070

 DV-PL Adapter

Adapter PL-connector - 
DV-connector
” Ord.-No.: 68027

       Dummy L 20

Dummy load with power rating 20 W/  60 
W short term (interval use), 
PL-connector, max. 500 MHz, 50 Ohms.
” Ord.-No.: 53030
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BNC 1520/UG 255/U

Adapter BNC-male - UHF-female
” Ord.-No.: 5158

HF connectors and adapter

BNC 1521/UG 273/U

Adapter PL-male - BNC-female
” Ord.-No.: 5159

      SMA/BNC

SMA/BNC female
” Ord.-No.: 58610

BNC-SMA Adapter

Adapter SMA - BNC-female
” Ord.-No.: 51640

          NC 1451

N-male connector for RG 58/U
” Ord.-No.: 5410
NC 1453 
for RG 8U / RG 213
” Ord.-No.: 5411

          NC 1481

Adapter N-male - BNC-female
” Ord.-No.: 5424

        NC 1465

Adapter N-male - PL-female
” Ord.-No.: 5426

          NC 1466

Adapter N-female - PL-male
” Ord.-No.: 5428

   BNC/FME

     Adapter BNC-male -
     SMA/FME-female
    ” Ord.-No.: 5860

      FME-Crimp

FME-crimp connector
” Ord.-No.: 5850

           PL/FME

Adapter PL -/FME-female
” Ord.-No.: 5856
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BNC 1505/UG 914/U

Adapter 2 x BNC-female
” Ord.-No.: 5152

               NC 526

Microphone connector socket
” Ord.-No.: 5145

Microphone extension

for AE 6890 and other with 6 pin mike 
plug/connector, length: 2 m
” Ord.-No.: 7625

HF connectors and adapter

            BNC 1501

BNC-connector male, for RG 58/U
” Ord.-No.: 5150

     BNC 1501/10

BNC-connector male, for RG 8/U; 
RG 213/U
” Ord.-No.: 5163

BNC 1531/RG 88 UCR

BNC male plug, for RG 58/U, crimp type
” Ord.-No.: 5161

Mike chassis plug
Mike chassis plug for single hole mounting
NC 513 3-pin: 
” Ord.-No.: 5364 
NC 515 4-pin: 
” Ord.-No.: 5140
NC 517 5-pin: 
” Ord.-No.: 5362 
NC 519 6-pin:
” Ord.-No.: 5370
NC 523 8-pin: 
” Ord.-No.: 5223

Microphone connectors

Mike connector

Mike connector with coupling ring
NC 514 4-pin: 
” Ord.-No.: 5170
NC 516 5-pin: 
” Ord.-No.: 5361
NC 518 6-pin: 
” Ord.-No.: 5360
 
NC 518 Gold 6-pin: 
” Ord.-No.: 53605
NC 522 8-pin: 
” Ord.-No.: 5222 

Plug
Mono-plug 3,5 mm
” Ord.-No.: 5230

Connector
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>  Alan Electronics – The Radio Specialist

We are a leading manufacturer of radio equipment for the 
professional and private sectors. ALBRECHT Radios are sold 
for more than 30 years in Germany.
  
In cooperation with the globally active Italian CTE group we 
design future-oriented projects, which - thanks to in-house 
development in Germany and Italy - have been successfully 
established in the market.

We are globally known with our brands ALBRECHT 
and MIDLAND. Besides radio equipment for hobby 
and professional users we distribute consumer 
electronics such as Bluetooth® headsets, digital radios, 
action cameras and much more.




