
 
 
 

DAB+ MAG31 Magnetfußantenne 
 
Technische Daten: 
• Frequenz DAB+: Band III 174 - 240 MHz  

• Gewinn: +20 dBi 

• Impedanz: 50 Ω 

• Höhe: 315 mm 

• Magnetfuß: Durchmesser 63 mm 

• Anschluss-Stecker: SMB (weiblich) 
 
Lieferumfang:  
DAB+ MAG31 Magnetantenne,  
3 m RG174 Kabel + SMB-Antennenstecker 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 
DAB+ MAG31 magnetic mount antenna 
 

Technical Specifications: 
• Frequency DAB+: Band III 174 - 240 MHz  

• Gain: +20 dBi 

• Impedance: 50 Ω 

• Height: 315 mm 

• Magnetic mount: diameter 63 mm 

• Connector: SMB (female) 
 
Delivery content:  
DAB+ MAG31 magnetic antenna, 3 m RG174 cable + SMB connector 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Serviceadresse 
 
Technische Hotline (für in Deutschland verkaufte Geräte) 
Alan Electronics GmbH 
Service 
Daimlerstraße 1g 
D-63303 Dreieich 
 
Wenden Sie sich telefonisch an unsere Servicehotline  
+49 (0) 6103/9481 - 66 (normaler Tarif im deutschen Festnetz) oder 
schreiben Sie uns eine E-Mail: service@albrecht-midland.de 
 
Druckfehler vorbehalten. 
© 2023 Alan Electronics GmbH 
Daimlerstraße 1g - 63303 Dreieich - Deutschland 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Service address and technical hotline (for units sold in Germany) 
 
Alan Electronics GmbH 
Service 
Daimlerstraße 1g 
63303 Dreieich 
Germany 
 
Contact our service hotline by phone +49 (0) 6103 9481 66 (regular costs for 
German fixed network) or e-mail at service@albrecht-midland.de  
 
Printing errors reserved. 
Information in this user manual are subject to change without prior notice. 
© 2023 Alan Electronics GmbH - Daimlerstraße 1g - 63303 Dreieich - 
Germany 
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