
Scanner 

> AE 75 H
� Frequency ranges: 25 - 88 MHz, 
    Airband 108 - 137, 137 - 174 MHz, 
    400 - 512 MHz.
� Steps 5 / 6,25 / 10 / 12,5 / 20 kHz
� Airband frequency steps  8,33 / 
    12,5 kHz switchable
� Close Call
� 7  preprogrammed search bands 
    Emergency, Freenet, PMR, Marine, 
    Air, CB, Ham
� Memory scan 100 channels /
    sec. (Scan)
� Frequency scan 100 channels /
    sec. (Search)
� 300 memory positions in 10 banks
� Illuminated LC-display
� Non-volatile memory for settings 
    (EEPROM)
� Jack for earphone/loudspeaker (3,5 mm)
� Power supply: 2 x AA rechargeable 
 batteries or Alkaline batteries 
� Dimensions :  
 B: 67 mm/H: 115 mm/ T: 33 mm
� Weight: 169 g without batteries 
 and antenna
� Supplied with: rubber antenna, belt clip, 
    rechargeable batteries , USB cable

� Ord.-Nr.: 27075

Optional accessory:

� Car adapter
 Ord.-No.: XTA-502

� Wall charger
 Ord.-No.: XTA-503

� Programming software
 Ord.-No.: 27076 for AE 75 H
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� Frequency range:  
 25–88 MHz, 108–137, 
 137-174 MHz, 400–512 MHz.
� Airband
� 300 Memory channels
� Close Call
� 7 preprogrammed search bands


