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CB-Magnetfuss Mobilantenne CB 95/800, 112 cm

Beschreibung

Technische Daten: 
Typ:      
Impedanz: 
Frequenzbereich: 
SWR:      
Bandbreite:      
Leistung (max):      
Strahler Länge:      
Gewicht:      
Einbau Loch/ Bohrung: 
Kabellänge/-typ:      
Polarität: 
Material: 

 ¼ λ Lambda  
 50 Ω  
 26,5 - 28 MHz 
 <=1.2:1 
780 KHz 
150 Watts kontinuierlich/600W kurzzeitig  
900mm 
500g  
 ø 118 mm  
 UHF männlich (PLD-259) 
 Vertikal 
 Kupfer-Glasfaser 

Te
l.
 +

4
9
 (

0
) 

6
1
0
3
 9

4
8
1
 –

 6
6

 
se

rv
ic

e
@

a
lb

re
ch

t-
m

id
la

n
d
.d

e
 

A
la

n
 E

le
ct

ro
n
ic

s 
G

m
b
H

 

SWR-Einstellung 

SWR Einstellung:
Beim Abstimmen der Antenne schließen Sie bitte einen SWR-Messgerät zwischen das 
Sendegerät und die Antenne an. Wenn der SWR Wert auf Kanal 40 höher als 1,5:1 ist, lösem Sie
bitte die Feststellschraube und bewegen Sie dann den Strahler nach oben oder unten, bis der
SWR-Wert dem gewünschten Wert erreicht.
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CB magnetic base mobile antenna CB 95/800, 112 cm 

Description 

Technical data:  
Type:       ¼ λ Lambda  
Impedance:  50 Ω  
Frequency range:   26,5 - 28 MHz      
SWR:       <=1.2:2 
Bandwidth:      780 KHz 
Power (max):        150 Watts continuous/600W short-term 
Whip Length.:         900mm 
Weight approx.:       500g    
Mounting hole:        ø 118 mm 
Cabel length/type:  UHF MALE(PLD-259) 
Polarity:        Vertical 
Material:       Copper Fiberglass  
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SWR Adjustments
When tunning the antenna please connect a SWR meter between the transceiver and antenna. If 
the SWR on channel 40 is higher than 1.5:1, please loosen the base screw, then move the whip up 
or down until the SWR value gets close to the required value.

SWR Adjustment system 




