
Description VOX Mic 6-pin VOX Mic 4-pin V1 VOX Mic 4-pin V2 VOX Mic AE6491 WP-24
Power supply 3000mAh battery 3000mAh battery 3000mAh battery without battery, power 

directly from CB radio
Remote control with 
battery, Transmitter 

power from CB radio
USB charging 
socket on 
microphone

Yes Yes Yes No No

Plug 6-pin 4-pin V1 4-pin V2 6-pin (AE6490/91) 6-pin (AE6490/91)
Pin configuration 1- Mic

2- RX
3- TX
4- Up/Down
5- Ground
6- Power (battery)

1- Mic
2- Ground
3- RX
4- PTT

1- Ground
2- Mic
3- PTT
4- RX

1- Mic
2- RX
3- TX
4- Up/Down
5- Ground
6- Power (unit)

1- Mic
2- RX
3- TX
4- Up/Down
5- Ground
6- Power (unit)

Compatible to AE6199, AE5890, 
AE6891, AE6790, 

AE6690, AE5090XL,
Midland M20, Alan 48 

Pro, Alan 78 Pro, Stabo 
XM 3003

Albrecht AE4200, 
almost all Stabo 4-Pin 
CB radios, e.g. Stabo 

XM 4082, XM 3044, XM 
3082

Midland M10, Midland 
M Zero Plus, Alan 100 

Plus B, several 
President, Lafayette, 

etc.

AE6490, AE6491, 
AE6490CT, 

AE6491CT (which have 
been sold before 1st 

January 2020!)

AE6490, AE6491, 
AE6490CT, 

AE6491CT (all models, 
incl. units sold after 1st 

January 2020)
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These microphones off er the perfect solution for
a hands-free communication in vehicles.

The microphones can be used with almost all CB 
radios in the market. The integrated active noise
cancellation function fi lters annoying background 
noises and off ers a very clear voice transmission.
The integrated battery has an operation time
of approx. 60 hours and can also be used during the 
charging process.

Albrecht CB radio
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with ANC (Noise Cancellation)
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Specifications:
� For hands-free communication in vehicles 
� Active noise cancellation fi lters annoying background noises
� VOX sensitivity adjustable in 4 levels
� VOX delay adjustable in 4 steps
� Impedance: 4.7 K ohm
� Sensitivity: -58 db
� Up / Down buttons
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The versions with battery also off er:
� Integrated battery 3000 mAh (rechargeable)
� Micro USB charging socket

Delivery content:
VOX microphone, USB charging cable, manual

Hands-free kit for AE 6490 and 6491 CT.

Channel selection and ASQ can be operated directly 
at the steering wheel with the remote control. 
The microphone can be mounted close to the driver 
e.g. at the sun visor.

Delivery content: WP-24 remote control 
including battery CR 2032, receiver, external 
microphone, steering wheel bracket, 
mounting screws

� Art.No. 41980

Hands-free kit
WP-24


