
The Albrecht DR 56 C car radio adapter is 
the first digital radio adapter for the car radio 
with full-screen colour display. It is very 
easy to retrofit your existing car radio with 
DAB+ digital radio: simply install the adap-
ter on the windscreen with the included suc-
tion cup holder, lay the antenna and start a 
station search. Nothing stands in the way of 
digital radio enjoyment in the car. In addition, 
you can also connect your smartphone to 
the Albrecht DR 56 C and then take phone 
calls or play music from your smartphone via 
the car radio.

KEY FEATURES
Full screen colour display

Active DAB+ foil antenna
for best possible reception

Hands-free system 
for taking calls via your smartphone

Music streaming
via your smartphone
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ALBRECHT
DR 56 C
FEATURES 
• 2.4“ TFT colour display with 6 lines and 

backlighting
• DAB slideshow in full screen
• Button illumination can be switched off
• FM transmitter for wireless transmission 
 to the car radio
• MP3 player via micro SD card

(max. 64 GB)
• Autom. alternative frequency search
• Hands free system for your smartphone
• 12 V Car cigarette adapter with interfe-

rence filter for optimised reception
• Active antenna (SMB connection)
• Suction cup mount with ball joint
• Reception stabiliser
• 11 menu languages
• 2 brightness levels
• Channel list: up to 230 channels
• Aux-in and Aux-out
• USB charging possibility for external de-
 vices
• Manual & automatic station search
• Supply voltage: 10 - 30 Volt
• Measurements: 90 x 73 x 19 mm
• Weight: 78 g 

Art.-No.: 27156

SCOPE OF DELIVERY 
DR 56 C, Suction cup mount, active DAB+ 
windscreen antenna (SMB), USB charging 
cable, double - USB - cigarette adapter 12 
V, 3.5 mm audio cable, fixing clips for cable 
routing, instructions
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